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GENERAL CML NOTES and SPECIFICATIONS

7. These notes and specifications are applicable unless superseded by the
project drowing detas or speclfications. | The engincer s the PE whase seol
is on the plans. Questions of determination for the Civil wark shall be

ONLY made by the PE whose seal appears on the plans and approved by
the local government. Ciil plan changes which effects the contract prices
shall only be valid if in writing from the Engineer.

The Contractor is solely responsible for site safety and securiy.
All radii are 5" unless atherwise noted.

Typical paving dimensions are to back of curb.

Contractor shall match the existing pavement in grade and alignment.
Property information wos furnished by the Owner.

2
3.
4
5. Contractor is responsible for protection of all property owners.
6.
7.
8. Existing grade contours interval shown at one foot (1°).

s.

Finished grade contours interval shown at one foot (7).

If the Contractor does not accept existing topography as shown on
p/ans, without_exception, he shall have made, at his expense, a topogmpm
survey by a Registered Land Surveyor and submit it to the Owner for review.

1. Work within public rights of way shall also be subject to the
requirements of the governmental unit which owns the ROW. The Contractor
shall obtain the necessary permits, unless the Owner hos previously obtained
such permits and so advised in writing (or the project documents). The

work within the ROW shall be subject to inspections and other conditions of
the governmental unit.

r to beginning work the Sitework Contractor shall obtain and
prowde o the Gty of Orange Beach proot of NPDES, Registration Coverage.
Contractor shall not begin work until proof of the NPDES Registration is
provided to the owner and the City of Orange Beach.

13, The Contractor shall comply with the NPDES Stormwater requirements
and the erosion control plans and requirements, and shall prepare applicable
supplernental erosion control plans as necessary. If the Contractor is unable
to comply with the NPDES requirements, he shall notify the owner and the

Engineer in_ writing.

14, Uiiities are shown on the dravings in approximate location
Contractor shall field verify possible locations of any pipes, cables, ditches,
power lines, poles or. utlties bofore onstruction ' oty ‘owner and

engineer of any conflict prior to constructio

15 Connections to utilities shall comply with the project plans and
specifications, and the requirements of the utilty, and shall be subject to
the inspection and approval of the utilly.

76, Unless otherwise provided in the plans or specifications, the
Contractor shall provide all construction surveys, and materials and soil
testing for qualty assurance and control (including soil density testing) at
his expens

77. Topsoil stripped from the work site shall not be used in fills, but sholl
be used os topsoil in areas to be grassed. All disturbed areos that are
not paved shall be grassed as soon as possible.

76. Upless otherwise noted on the Landscapmg Plan: All unsw‘facsd areas
disturbed by grading operations shall receive o minimum of 4” of topsoll,
ALDOT ‘seed ond Tartines. | Al siopes SHIV of sespar shall be Saioed
with North American Green S—150. Al grassing shall be done in
accordance with the lotest edition of ALDOT's Standard Drawings and
Specifications.

Embankments under future pavements and/or structures shall be
constructed in maximum 8 inch loose thickness lifts. A minimum of on
density test shall be performed on each 1000 square yards of each (3
priof %o the construction of he next fit. Density test veports shail be

or structures shall be 98% optimum standard proctor, or as shown on the
plans and specifications, whichever is denser.

20. Proof rolling (and if necessary, removal of soft subgrade) of the
cleared and grubbed site shall be required. In ploce density of the top 6"
of the subgrade to be under pavement or structure shall be 98% optimum
standard proctor, prior to beginning fills.

21. Concrete for sidewalks shall be 3,000 psi, 28 day, minimum.
Structural concrete, and road/driveway concrete, shall be 4,000 psi, 28 day,
minimurn. Reinforcement shall be 60,000 psi yield point.

22 Expansion joints and control joints shall be maximum 25
canter, Expansion joimts shall ba. dowelsd, or per the. project detals. Control

Joints may be saw cut, after initial set, 1/4 slab thickness, or 1* maximum.

23, Unless otherwise specified all drain pipe shall be Class Iil reinforced
concrete.

24. Contractor shall coordinate with appropriate utiity company prior to
removal of any utilities.

25. Contractor shall refer to Architect's Plans and Specifications for actual
location of all utiity entrances to include sanitary sewer laterals, domestic
and fire protection water service, electrical, telephone and gas service.
Contractor shall coordinate installotion of utilities in such a manner os to
avoid conflicts and assure proper depths are achieved as well as
Goordination with utility requirements as to location and scheduling of
tie—ins/connections prior to connecting to existing utilities.

26. Contractor shall coordinate utility inspection with oppropriate authorities
prior to covering trenches at installation.

Construction shall comply with all governing codes and requirements.
T Comtraciarahan “bongue”al required tests to the satisfaction of the
utility companies and owners inspecting authorities.

. The Building Contractor is responsible for the location, size and
specifications of all electrical transformer pads from the local power
company and providing service from the iransformer to the building.

ewer service laterals shall be coordinated with the building plans, any
discrepancies should be clarified before installation.

30. Sonitary sewer pipe shall be PYC, Sch. 40.

31. Potable Woter pipe shall be Continuous Roll Municipex, subject to the
requirements of the local utility. Fire mains shall be ductile iron, Pressure
Closs 350.

32. When installing non—metallic utility service lines, the contractor shall
install a_metalic wire on the pipe or provide other suitable means whereby
the installation con be located by electronic detection devices after work is
covere

33. All embankment areas shall be filled and compacted prior to
excavation of utility trenches.

34. Utility Trenches shall be backfilled with dense graded base cmshed
stone (ALDOT 8258) in maximum 8 inch lifts and compacted o 10
percent of AS.T.M. D—695.

35. Al power, telephone and natural gas s, including service fines, shall
ity companies
specifications.

36. The Contractor shall comply to the fullest extent with the latest
standards or SHA directives or any other agency having jurisdiction for

sloping, benching and other means of protection. This is to include, but is
not limited to access and egress from all excavation and trenching.
Contractor is responsitle to comply with performance criteria for OSHA.

37. The Contractor shall supply the City with a copy of all testing reports.
The City of Orange Beach hos acquired a Geotechnical Report for this
o

38.
project. The Contractor shall consult the project Geotechnical Engineer t
advise on soil conditions and provide testing.
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EXISTING CONCRETE _CURB_TO

EXISTING_STRUCTURES TO
BE REMOVED BY THE
CITY FORCES.

EXISTING GARDEN BEDS TO
BE REMOVED BY CITY FORCES.

EXISTING _STRUCTURE TO
BE REMOVED BY CITY FORCES.

EXISTING DRIVE TO
BE REMOVED BY CONTRACTOR

EXISTING CURB & GUTTER, AND LANDSCAPING

TO BE SAWCUT AND REMOVED BY THE CONTRACTOR
EXISTING CURB & GUTTER TO BE SAWCUT

AND REMOVED BY THE CONTRACTOR

EXISTING SIDEWALK TO BE SAWCUT
AND REMOVED BY THE CONTRACTOR
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WILSON BOULEVARD

EXISTING SIDEWALK TO BE SAWCUT

AND REMOVED BY THE CONTRACTOR

EXISTING ASPHALT TO BE
REMOVED BY THE CONTRACTOR
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