TEMPLATE VERSION:

2020.1

>

11/25 /2025
2:12:16 PM

\V4
\%
HORIZONTAL SCALE
0 10 20 40 80
o M_________v____________________e__INSTALLCUT—INSEWERLATERAL.CONNECTTOEXISTING S N
8” GRAVITY MAIN. CONTRACTOR SHALL NOTIFY ECUA 72 ’ \
W (IN FEET ) SANITARY SEWER MANHOLE SAW CUT AND PATCH PER CITY HOURS PRIOR TO CONNECTION. ECUA PERSONNEL MUST o N
1INCH = 20 FT. T0P ELEVATION = 41.63 AENCHMARK 2508 OF PENSACOLA STANDARDS. BE PRESENT AT TIME OF CONNECTION. T = ¢ SANTARY SEWER WANHOLE
: = | SEE DETAL C4. V. EL=£3450 AL gt
EAST INVERT=35.27 || ELEVATION = 41.32 // S| | NORTH INVERT=3330' L
SOUTH INVERT=36.67 H DE SOTO STREET ///’ W o SOUTH INVERT=33.30
/ 2y
l P (55' PUBLIC R/W) /) =
> 8 pve > R NS > > > = > > > 4 g > > > B> > > > = > > SN — =8Py I
| P///f ‘ INSTALL 29 LF OF 4" PVC P
o ! ‘ ‘ SEWER LATERAL @ 2.0% COMMUNICATONS /re =
- SLOPE. - :
:::~:::\‘_y___,—;//i::::@i :::::%: “‘%uf“‘% s arbar- i Sonnt o ggé‘:CONCRETESDEWALKX Y
F B . ‘\j\’ ] rhaY ) ) 40 B —'— oy,
CONCRETE, SIDEWALK 0 B \ ; N 85'39'26” W 300.00" (F) 300" (P) GRASSED Jo \\‘& STREET
T ‘ ’ ==L 0 0 0 0 N . : 0 0 0 0 0 0 0 0 o) o) Q — — 0 0 0 0 0 0 0 0 0 - 0 - 0 A SIGN
° || I PALM10D \\ i - S = o ) DHU/’V//
LEGEND T I i \\ g ~ ‘ P —
I T T T T T T T T T TN T T i1 ittty - ' S— — T T oo
EXISTING ASPHALT g\ ) i % ° —to—e \GIRASi;CKERE& o ¥
: R EXISTING CONCRETE 7 . CONNECT TO 4" SANITARY y CENTER” H\
- Lo: ° 5 ik il s SEWER STUB-OUT. e
EXISTING GRAVEL f\ % INV. EL=35.00 ' - |12 )
T I T EREE INSTALL 2" OWNER G o
EXISTING DIRT | “ANE CONTROL VALVE. = §
| k | SEE DETAIL. g 8
PROPOSED ASPHALT \ . - 9 | INSTALL ECUA APPROVED 3" |9 S @
: : RPZ BACKFLOW PREVENTER. | | 2 23 o = o
PROPOSED CONCRETE 21 ' SEE DETAIL C4.1. | ol® °c:z g O §
— o =] N ' -
L AANANANANANANANANANANANANNANANANANNANANNANANA AN AN = [e % 2” = — N~ —
g Lo ! //\ I % 2" WATER METER ig i 2%@35
0Z0ce- 00 0s0z0 00 0s0 00 T c - A | N VAULT. 28 g g5 ik
| % 58 § g5k
Voo | @ﬂ 8 § ®=233%
3 || B | E | ON o FOxoLrm
e == ==y
40 === == : I °
% ol - | %
e I
| ~ \J) E g UTILIZE EXISTING 2"
UTILITY NOTES: v oo ' I K/ ! DOMESTIC WATER SERVICE UP
1. IT IS THE CONTRACTORS RESPONSIBILITY TO DETERMINE THE EXACT LOCATION A et | TO OWNER CONTROL VALVE
AND DEPTH OF EXISTING UTILITIES AND TO DETERMINE IF OTHER UTILITIES WILL ' 5 D INSTALL 3" DOMESTIC PVC WATER || | = ‘
BE ENCOUNTERED DURING THE COURSE OF THE WORK AND TAKE WHATEVER SERVICE.  MAINTAIN MIN. 30” COVER. |  © N,
STEPS NECESSARY TO PROVIDE FOR THEIR PROTECTION. Y B i : INSTALL FITTING AS REQUlRED.\E\ | %
2. CONTRACTOR SHALL COORDINATE WITH ECUA, AND FPL, OR ANY OTHER UTILITY -— §
COMPANIES HAVING JURISDICTION FOR REMOVAL/RELOCATION AND/OR PROTECTION | °
OF EXISTING UTILITY POLES, AERIAL LINES, FIRE HYDRANTS, AND OTHER UTILITIES Y Jo | | ¥ o
AS NECESSARY TO COMPLETE CONSTRUCTION. Sl i ; — = LII_J g
= = - O @D %)
3. ALL NEW WATER LINES SHALL BE CLEANED, DISINFECTED, PRESSURE TESTED, il , SZ g S § X
AND BACTERIOLOGICALLY CLEANED FOR SERVICE IN ACCORDANCE WITH THE LATEST f © B I o|lsz Y
AWWA STANDARDS AND THE FLORIDA DEPARTMENT OF ENVIRONMENTAL PROTECTION — | e— . Wix oy
RULES AND REGULATIONS. \@\ 37 , o e =Y | @
S . : e [ w E =z a
4. ALL WATER MAINS SHALL BE NSF APPROVED FOR POTABLE WATER USE. i S § i _ gv 0z % X
y S o Ll ¥ . ol
5. MAINTAIN 18 INCH MIN. VERTICAL SEPARATION BETWEEN ALL POTABLE WATER MNZE 3 > Ll 25 5
MAINS AND SANITARY SEWER GRAVITY LINES. (WATER ABOVE SEWER). v =1 5 P_C iy
SR [— N D
6. THE TOP OF ALL CLEANOUTS SHALL BE FLUSH WITH THE PAVEMENT OR, WHEN X 1 .o
NOT IN THE PAVEMENT, FLUSH WITH THE FINISH GRADE. CONNECTION POINTS FOR n =
UTILITIES SHALL BE CLEARLY MARKED FOR FUTURE BUILDING CONNECTION, = ¥ ) | =y
COORDINATE WITH PLUMBING CONTRACTOR. —o——o—do—o—| | ¥ | 3
o 3 © = s
7. ALL WATER AND SEWER WORK SHALL BE IN ACCORDANCE WITH THE LATEST i X
ADDITION OF THE ECUA ENGINEERING MANUAL. W e =z 4 2 ¥ d
I&J (_) E N x / = T /. . = LIJ
8. ADEQUATE PROVISIONS SHALL BE MADE FOR FLOW OF SEWERS, DRAINS AND a0 !z = 7 —
WATER COURSES ENCOUNTERED DURING CONSTRUCTION. = 5 = S @ I E
= - Z E E ” O‘/o \
9. CONTRACTOR SHALL NOTIFY APPROPRIATE UTILITY COMPANIES 72 HOURS (3 =87 off . T o O CONNECT TO 6" FIRE MAN AND_ SER{;\II(?;.ALLMiINPA(I)IE\IA Eﬁfﬁf ZTS/C Cvg\\/TEEFE % N © (I._)
BUSINESS DAYS) PRIOR TO BEGINNING CONSTRUCTION. S IETER.  REFER TO PLUMBIN 3" DOMESTIC WATER STUB-OUTS. INSTALL FITTING AS REQUIRED. T = O MARK =00 EJJ LL| >
‘7 o] 0 . ) z ﬁ &
10. ALL NEW WATER AND SEWER SERVICE LINES SHALL HAVE A MINIMUM COVER = o T UB No. 7916) on o O 2
OF 30 INCHES (MAXIMUM 36"), UNLESS OTHERWISE NOTED. | | ' DX 3
° ‘ / 0 N
11. CONTRACTOR IS TO RESTORE ALL DISTURBED RIGHT—OF—WAYS IN ¥ 1. oz = H — & \ 1 ¥ 8 — z
ACCORDANCE WITH CITY OF PENSACOLA AND THE ECUA GUIDELINES. ! AR | X W S < ©
CONCRETE S\tEWALKS : ’ |W| L_F.I g T A m e (—OJ 8
12. CONTRACTOR SHALL COORDINATE W/PLUMBING CONTRACTOR FOR BUILDING ° v = S 3
UTILITIES" CONNECTION. Y © ) 37 GRASSED [ YT ] < 5 >
| o i | 2/ (_INSTALL 6" DOUBLE CHECK BACKFLOW vz > = W
13. ALL CONNECTIONS TO THE ECUA WATER AND SEWER SYSTEM SHALL BE MADE 2 T 1 cnssen l PREVENTER. SEE DETAIL C4.1. O CZ> % :
WITH ECUA PERSONNEL PRESENT. ! 3 \ ! =5 z S
14. ANY REMOVAL OR RELOCATION OF ECUA WATER/SEWER UTILITIES MUST BE = ° 2 ~ s, | R T S o
APPROVED IN WRITING PRIOR TO THE WORK BEING DONE. | " | 6" OWNER CONTROL VALVE
\ o < o \
15. A MAINTENANCE OF TRAFFIC (MOT) PLAN SHALL BE SUBMITTED 2 WEEKS e 1 <
PRIOR TO CONSTRUCTION WITHIN THE ROW THAT WOULD DISRUPT THE FLOW OF ! ° ASPHALT PAILON = INSTALL 6"x6” CC TAPPING
VEHICULAR OR PEDESTRIAN TRAFFIC. BHSKETBALL 2 o ol U / SLEEVE W/6" CORP STOP.
Y ! 3 =1 - ) INSTALL 6" DI PIPING W/TRACER
o S WIRE. CONTRACTOR SHALL NOTIFY
" . 5, T ECUA 48 HOURS PRIOR TO
| 3 7 PROTECT EXISTING » CONNECTION.
° Y IRRIGATION METERS &
W\ o BACKFLOW PREVENTER .
= W\ 5 Lo G~/ "BUS STOP"
o | N\ . GRASSED ¥ e ~ZSIGN
- T L oY T —
o [ e QED ‘@D AN "
/o \\ & o7 A? ” ’ 25
/0/ \\o 3] ﬁl_ S 85'39'26" £ 300.00" (F) % SANITARY SEWER MANHOLE
— © 3 \\h 0 0 o = o 0 0 o o 0 0 0 0 0 0 0 0 0 0 o 0 0 0 0 o o o o o TOP ELEVATION=32.45’
( , — 34 & WEST INVERT=23.53'
o : | N RRGH0/12/13 GRCH140 35 UVTALUH/ 5 = ] BIRCH130) o NORTH \NVERT:23.99’
l" h\%_ol \/ N \ CONCRETE, SIDEWALK FAST ‘N\/ERTZZE'SZ ,
/ "STOP” _//T \,\@ CONCRETE SIDEWALK BOC \4 SOUTH INVERT=24.05
, .. . SIGN » ) »
_ . _ - - - o 1P O = >: \ = = = zeS = > > > > > E > > > > > > > >— > S = > 12y R
SANITARY SEWER FIANHOLE K SPEED LIMIT 22 Jx
TOP ELEVATION E 35.47 |1 STRONG STREET %™ » @
WEST INVERT=27.35' | | ' o« |
NORTH INVERT=27.96" ] ] (95" PUBLIC R/W) L e e e T T . yrd o
EAST INVERT=27.36' . B L _#__ﬁ__ﬂ—ﬂ__--ﬂ—~—----—ﬂ”“ #—#--___—#—___,_ﬂ——.g-"-—-~—ﬂ-' <
e R e e ey s e iy S MR S 4 n :
——— | =, . o ‘d-
/// = i
/ A < >
N /y ;
|_
= VN D
|
2 3 4 | 5 6 7 8 9 10 11 12



AutoCAD SHX Text
"STOP" SIGN

AutoCAD SHX Text
ET

AutoCAD SHX Text
CONCRETE SIDEWALK

AutoCAD SHX Text
ASPHALT BASKETBALL COURTS

AutoCAD SHX Text
CONCRETE SIDEWALKS

AutoCAD SHX Text
PAVILION

AutoCAD SHX Text
CONCRETE SIDEWALK

AutoCAD SHX Text
BOC

AutoCAD SHX Text
EOP

AutoCAD SHX Text
BOC

AutoCAD SHX Text
EOP

AutoCAD SHX Text
CONCRETE SIDEWALK

AutoCAD SHX Text
CONCRETE SIDEWALK

AutoCAD SHX Text
CONCRETE

AutoCAD SHX Text
CONCRETE SIDEWALK

AutoCAD SHX Text
CONCRETE

AutoCAD SHX Text
WESTERLY R/W

AutoCAD SHX Text
N 85°39'26" W 300.00' (F) 300' (P)

AutoCAD SHX Text
CONCRETE SIDEWALK

AutoCAD SHX Text
EASTERLY R/W

AutoCAD SHX Text
GRASSED

AutoCAD SHX Text
GRASSED

AutoCAD SHX Text
BASEBALL FIELD GRASSED

AutoCAD SHX Text
GRASSED

AutoCAD SHX Text
GRASSED

AutoCAD SHX Text
GRASSED

AutoCAD SHX Text
12" PVC

AutoCAD SHX Text
12" PVC

AutoCAD SHX Text
8" PVC

AutoCAD SHX Text
8" PVC

AutoCAD SHX Text
SANITARY SEWER MANHOLE TOP ELEVATION=32.45' WEST INVERT=23.53' NORTH INVERT=23.99' EAST INVERT=23.52' SOUTH INVERT=24.05'

AutoCAD SHX Text
SANITARY SEWER MANHOLE TOP ELEVATION = 35.47' WEST INVERT=27.35' NORTH INVERT=27.96' EAST INVERT=27.36' SOUTH INVERT=27.52'

AutoCAD SHX Text
12" PVC

AutoCAD SHX Text
12" PVC

AutoCAD SHX Text
10" CAST IRON

AutoCAD SHX Text
10" PVC

AutoCAD SHX Text
SANITARY SEWER MANHOLE TOP ELEVATION = 41.63' WEST INVERT=35.22' NORTH INVERT=36.81' EAST INVERT=35.27' SOUTH INVERT=36.67'

AutoCAD SHX Text
8" PVC

AutoCAD SHX Text
8" PVC

AutoCAD SHX Text
8" PVC

AutoCAD SHX Text
10" CAST IRON

AutoCAD SHX Text
SPEED LIMIT SIGN

AutoCAD SHX Text
COMMUNICATIONS BOX

AutoCAD SHX Text
"BUS STOP" SIGN

AutoCAD SHX Text
"FRICKER CENTER" SIGN

AutoCAD SHX Text
"STOP" SIGN

AutoCAD SHX Text
STREET SIGN

AutoCAD SHX Text
UTILITY VAULT

AutoCAD SHX Text
STOP BAR

AutoCAD SHX Text
SWL

AutoCAD SHX Text
SWL

AutoCAD SHX Text
CONCRETE SIDEWALK

AutoCAD SHX Text
CONCRETE SIDEWALK

AutoCAD SHX Text
STOP BAR

AutoCAD SHX Text
8" PVC

AutoCAD SHX Text
SANITARY SEWER MANHOLE TOP ELEVATION=38.64' WEST INVERT=33.44' NORTH INVERT=33.30' SOUTH INVERT=33.30'

AutoCAD SHX Text
UNABLE TO DETERMINE PIPE SIZE

AutoCAD SHX Text
8" PVC

AutoCAD SHX Text
SWL

AutoCAD SHX Text
SWL

AutoCAD SHX Text
SWL

AutoCAD SHX Text
CONCRETE SIDEWALK

AutoCAD SHX Text
GRASSED

AutoCAD SHX Text
GRASSED

AutoCAD SHX Text
H

AutoCAD SHX Text
Y

AutoCAD SHX Text
D

AutoCAD SHX Text
PROTECT EXISTING IRRIGATION METERS & BACKFLOW PREVENTER

AutoCAD SHX Text
SAW CUT AND PATCH PER CITY OF PENSACOLA STANDARDS.  SEE DETAIL C4.1

AutoCAD SHX Text
CONNECT TO 6" FIRE MAIN AND 3" DOMESTIC WATER STUB-OUTS.

AutoCAD SHX Text
CONNECT TO 4" SANITARY SEWER STUB-OUT.  INV. EL=35.00

AutoCAD SHX Text
INSTALL CUT-IN SEWER LATERAL. CONNECT TO EXISTING 8" GRAVITY MAIN. CONTRACTOR SHALL NOTIFY ECUA 72 HOURS PRIOR TO CONNECTION. ECUA PERSONNEL MUST BE PRESENT AT TIME OF CONNECTION. INV. EL.=±34.50

AutoCAD SHX Text
INSTALL 29 LF OF 4" PVC SEWER LATERAL @ 2.0% SLOPE.

AutoCAD SHX Text
PROPOSED LOCATION OF GAS METER.  REFER TO PLUMBING PLANS FOR EXACT LOCATION.

AutoCAD SHX Text
UTILIZE EXISTING 2" WATER METER IN VAULT.

AutoCAD SHX Text
INSTALL 6"x6" CC TAPPING SLEEVE W/6" CORP STOP.  INSTALL 6" DI PIPING W/TRACER WIRE. CONTRACTOR SHALL NOTIFY ECUA 48 HOURS PRIOR TO CONNECTION.

AutoCAD SHX Text
INSTALL 2" OWNER  CONTROL VALVE. SEE DETAIL.

AutoCAD SHX Text
INSTALL ECUA APPROVED 3" RPZ BACKFLOW PREVENTER. SEE DETAIL C4.1. 

AutoCAD SHX Text
INSTALL 6" DOUBLE CHECK BACKFLOW PREVENTER. SEE DETAIL C4.1. 

AutoCAD SHX Text
INSTALL 3" DOMESTIC PVC WATER SERVICE.  MAINTAIN MIN. 30" COVER. INSTALL FITTING AS REQUIRED.

AutoCAD SHX Text
6" OWNER CONTROL VALVE

AutoCAD SHX Text
UTILIZE EXISTING 2" DOMESTIC WATER SERVICE UP TO OWNER CONTROL VALVE

AutoCAD SHX Text
INSTALL 3" DOMESTIC PVC WATER SERVICE.  MAINTAIN MIN. 30" COVER. INSTALL FITTING AS REQUIRED.

AutoCAD SHX Text
1 INCH =     FT.

AutoCAD SHX Text
( IN FEET )

AutoCAD SHX Text
HORIZONTAL SCALE

AutoCAD SHX Text
0

AutoCAD SHX Text
20

AutoCAD SHX Text
20

AutoCAD SHX Text
10

AutoCAD SHX Text
20

AutoCAD SHX Text
40

AutoCAD SHX Text
80

AutoCAD SHX Text
EXISTING ASPHALT EXISTING CONCRETE EXISTING GRAVEL EXISTING DIRT PROPOSED ASPHALT PROPOSED CONCRETE WATER RIPRAP

AutoCAD SHX Text
W

AutoCAD SHX Text
E

AutoCAD SHX Text
S

AutoCAD SHX Text
N

AutoCAD SHX Text
1. IT IS THE CONTRACTORS RESPONSIBILITY TO DETERMINE THE EXACT LOCATION AND DEPTH OF EXISTING UTILITIES AND TO DETERMINE IF OTHER UTILITIES WILL BE ENCOUNTERED DURING THE COURSE OF THE WORK AND TAKE WHATEVER STEPS NECESSARY TO PROVIDE FOR THEIR PROTECTION. 2. CONTRACTOR SHALL COORDINATE WITH ECUA, AND FPL, OR ANY OTHER UTILITY COMPANIES HAVING JURISDICTION FOR REMOVAL/RELOCATION AND/OR PROTECTION OF EXISTING UTILITY POLES, AERIAL LINES, FIRE HYDRANTS, AND OTHER UTILITIES AS NECESSARY TO COMPLETE CONSTRUCTION. 3. ALL NEW WATER LINES SHALL BE CLEANED, DISINFECTED, PRESSURE TESTED, AND BACTERIOLOGICALLY CLEANED FOR SERVICE IN ACCORDANCE WITH THE LATEST AWWA STANDARDS AND THE FLORIDA DEPARTMENT OF ENVIRONMENTAL PROTECTION RULES AND REGULATIONS. 4. ALL WATER MAINS SHALL BE NSF APPROVED FOR POTABLE WATER USE. 5. MAINTAIN 18 INCH MIN. VERTICAL SEPARATION BETWEEN ALL POTABLE WATER MAINS AND SANITARY SEWER GRAVITY LINES. (WATER ABOVE SEWER). 6. THE TOP OF ALL CLEANOUTS SHALL BE FLUSH WITH THE PAVEMENT OR, WHEN NOT IN THE PAVEMENT, FLUSH WITH THE FINISH GRADE. CONNECTION POINTS FOR UTILITIES SHALL BE CLEARLY MARKED FOR FUTURE BUILDING CONNECTION, COORDINATE WITH PLUMBING CONTRACTOR. 7. ALL WATER AND SEWER WORK SHALL BE IN ACCORDANCE WITH THE LATEST ADDITION OF THE ECUA ENGINEERING MANUAL. 8. ADEQUATE PROVISIONS SHALL BE MADE FOR FLOW OF SEWERS, DRAINS AND WATER COURSES ENCOUNTERED DURING CONSTRUCTION. 9. CONTRACTOR SHALL NOTIFY APPROPRIATE UTILITY COMPANIES 72 HOURS (3 BUSINESS DAYS) PRIOR TO BEGINNING CONSTRUCTION. 10. ALL NEW WATER AND SEWER SERVICE LINES SHALL HAVE A MINIMUM COVER OF 30 INCHES (MAXIMUM 36"), UNLESS OTHERWISE NOTED. 11. CONTRACTOR IS TO RESTORE ALL DISTURBED RIGHT-OF-WAYS IN ACCORDANCE WITH CITY OF PENSACOLA AND THE ECUA GUIDELINES. 12. CONTRACTOR SHALL COORDINATE W/PLUMBING CONTRACTOR FOR BUILDING UTILITIES' CONNECTION. 13. ALL CONNECTIONS TO THE ECUA WATER AND SEWER SYSTEM SHALL BE MADE WITH ECUA PERSONNEL PRESENT. 14. ANY REMOVAL OR RELOCATION OF ECUA WATER/SEWER UTILITIES MUST BE APPROVED IN WRITING PRIOR TO THE WORK BEING DONE. 15. A MAINTENANCE OF TRAFFIC (MOT) PLAN SHALL BE SUBMITTED 2 WEEKS PRIOR TO CONSTRUCTION WITHIN THE ROW THAT WOULD DISRUPT THE FLOW OF VEHICULAR OR PEDESTRIAN TRAFFIC.
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